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■ 半自動式表面処理ウォータージェットアタッチメント 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

【  仕    様  】 Specifications 

使用圧力 

Operating pressure 

処理幅 

Processing width 

走行速度 

Diving speed 

ノズル孔数 

Number of Nozzles 

エア消費量 

Air consumption 

重量 

Weight 

張付方式 

method 

245MPa 

(2500kgf/cm2) 
200mm 2m/min 6 16.7L/s 30kg 

ﾏｸﾞﾈｯﾄ

(magnet) 

リザードミニは垂直に貼り付き、半自動で超高圧水による表面処理及び塗装剥離を行う事ができる
ように設計された最新鋭の超高圧アタッチメントです。原油タンク外内塗装の塗装剥離、大型船舶の
外装塗装剥離、工場フロア―改修などに威力を発揮します。 （※マグネト張付き、対象面磁性体） 
 
Lizard mini is the state of the art ultra-high pressure attachment which designed to be able to surface processing and paint 

stripping by sticking vertically and semiautomatic ultra-high pressure water. 

It exerts great power for paint stripping inside and outside crude oil tank, exterior paint stripping of large ship or improvement 

for plant floor.  (method :magnetic) 

人力での施工が困難な垂直、オーバーハング壁も遠隔 
操作で安全に施工を行うことができます。 
 
To provide a remote control for the purpose of safety to construct a 

vertical or overhang wall which is difficult to construct by human 

power. 

超高圧アタッチメント Ultra high pressure attachments 

Ultra high pressure water technology 

リザード ミニ 2500 

Lizard mini 2500 

Up to 245MPa 


